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Product Bedhead Call Point

Product Code: WCP-11C

Description:

Features:

Works with:

Technical Specifications Standards

Operating frequency: 433MHz

Operating range: 70m (line of sight)

Power supply: 2 x CR2477 lithium ion battery

Battery life: ~3 years

Dimensions: 8.5 x 8.5 x 6cm

Housing material: ABS

Net weight: 130g

Operating temp.: 5°C  to 40°C

Rel. humidity: 95% FCC Approved

EN 55022

EN 300220-1&2, 

EN 301489-1&3

EN 50130-4

EN 60950-1

ISO 9001:2008, 

ISO 13485:2003

   

EMC: 

Radio: 

Social Alarm: 

Safety: 

Manufacture:

WNG-WCP-11C

Call point with call and reset buttons, RJ10 input for a patient handset

(Product Image)

• Read-in to indication light, can be used as a 

  stand-alone system

• Call (red button)

• Reset (green button)

• Optional patient handset (as shown)

• Programmable to display variety of locations

• Low battery and automatic fault detection

• Battery life assumes 1 call/day

• Changeable batteries

• ZP-01(S)  Zone Protektor

• ILB-21  Indication Light

• CMEX-11/21  Cordless Expander

• PAG-11/21/31  Caregiver Alert Pager

• NGM-21  CordFree Monitor

• CK-01  Caregiver Key
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